
			
					
				
				
		
		
				
				
							We are currently in the process of rebranding and migrating to a new website. If you need it, you can access the old website here.
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25 years of experience in the design, development
and manufacture of RF subsystems for strategic
 projects and missions




Worldwide
 reference in
Ka and X bands




Each unit is tested in extreme 
 environmental conditions to ensure 
 the total reliability of our subsystems




Deep expertise in custom and built-to-spec
 solutions with innovative and unique approaches



				

																				
														Previous slide
						

						
														Next slide
						

												

		

				

				

				
				
					
			
				
										
25 years of experience in the design, development and manufacture of RF subsystems for strategic projects and missions




Worldwide reference in
Ka and X bands




Each unit is tested in extreme environmental conditions to ensure the total reliability of our subsystems




Deep expertise in custom and built-to-spec
 solutions with innovative and unique approaches
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							Products Datasheets
						

				

		
				
				
					
			
							
				
														
				
					SSPB				
			
					
				
														
				
					SSPA				
			
					
				
														
				
					LNB				
			
					
				
														
				
					LNA				
			
					
				
														
				
					BUC				
			
					
				
														
				
					BDC				
			
					
				
														
				
					TRX				
			
					

			
				
		
		
				
				
			ZEUS
		

				

				
				
							The king of the Gods. God of the sky and thunder watches over and governs the Universe, like our line of SSPBs, a reference in the world market, with an excellent SWAP ratio for different frequency bands and output powers.
						

				

		
				
				
													

				

				
				
							Features
						

				

				
				
							Frequency 
Range
						

				

				
				
							Output
Frequency
						

				

				
				
							Output
P1dB
						

				

				
				
							Output
Psat
						

				

				
				
							Output
Plin
						

				

				
				
													

				

				

		
				
				
							ZEUS Ka20
						

				

				
				
							Standard family
						

				

				
				
							Ka-band
						

				

				
				
							27.5-31 GHz
						

				

				
				
							—
						

				

				
				
							43 dBm
						

				

				
				
							40 dBm
						

				

				
				
							Datasheet
						

				

				
				
							ZEUS Ka40
						

				

				
				
							Standard family
						

				

				
				
							Ka-band
						

				

				
				
							27.5-31 GHz
						

				

				
				
							—
						

				

				
				
							46 dBm
						

				

				
				
							43 dBm
						

				

				
				
							Datasheet
						

				

				
				
							ZEUS Ka100
						

				

				
				
							Standard family
						

				

				
				
							Ka-band
						

				

				
				
							27.5-31 GHz
						

				

				
				
							—
						

				

				
				
							50 dBm
						

				

				
				
							47 dBm
						

				

				
				
							Datasheet
						

				

				

		
				
				
							ZEUS X20M
						

				

				
				
							Detachable power supply
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							43 dBm
						

				

				
				
							—
						

				

				
				
							—						

				

				
				
							Datasheet
						

				

				
				
							ZEUS X40M
						

				

				
				
							Detachable power supply
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							46 dBm
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				
				
							ZEUS X50M
						

				

				
				
							Detachable power supply
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							47 dBm
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				
				
							ZEUS X100M
						

				

				
				
							Detachable power supply
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							50 dBm
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

		
				
				
							ZEUS X150
						

				

				
				
							High power & gateways
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							51.8 dBm
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				
				
							ZEUS X200
						

				

				
				
							High power & gateways
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							53 dBm
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

		
				
				
							ZEUS IDU
						

				

				
				
							Indoor redundancy controller
						

				

				
				
							X-band
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				
				
							ZEUS ODU
						

				

				
				
							Outdoor redundancy controller
						

				

				
				
							X-band
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

				

				

				

		
		
		
				
				
			HERCULES
		

				

				
				
							Son of Zeus, Hero of strength and protector of armies, he faces the hardest and most difficult battles thanks to his strength and determination. ACORDE’s SSPAs have that strength and power, giving all the power needed for the highest bandwidth and high performance satellite communications covering LEO, MEO and GEO systems.
						

				

		
				
				
													

				

				
				
							Features
						

				

				
				
							Frequency 
Range
						

				

				
				
							Output
Frequency
						

				

				
				
							Output
Psat
						

				

				
				
							Output
Plin
						

				

				
				
													

				

				
				
													

				

				

		
				
				
							HERCULES Ka100
						

				

				
				
							Standard family
						

				

				
				
							Ka-band
						

				

				
				
							27.5-31 GHz
						

				

				
				
							50 dBm
						

				

				
				
							47 dBm
						

				

				
				
							Datasheet
						

				

				
				
							HERCULES Ka200
						

				

				
				
							High power & gateways
						

				

				
				
							Ka-band
						

				

				
				
							27.5-31 GHz
						

				

				
				
							53 dBm
						

				

				
				
							50 dBm
						

				

				
				
							Datasheet
						

				

				
				
							HERCULES Ka400
						

				

				
				
							High power & gateways
						

				

				
				
							Ka-band
						

				

				
				
							27.5-31 GHz
						

				

				
				
							56 dBm
						

				

				
				
							53 dBm
						

				

				
				
							Datasheet
						

				

				

		
				
				
							HERCULES X400R
						

				

				
				
							High power & gateways indoor
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							56 dBm
						

				

				
				
							53 dBm
						

				

				
				
							Datasheet
						

				

				

		
				
				
							HERCULES IDU
						

				

				
				
							Indoor redundancy controller
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				
				
							HERCULES ODU
						

				

				
				
							Outdoor redundancy controller
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

				

				

				

		
		
		
				
				
			HERMES
		

				

				
				
							God of frontiers and travellers. He receives the news from the gods and transmits it to the world in the same way that our LNBs receive information from the most distant satellites and transmit it to the modem without distortion, spuriousness or hardly any extra noise to the communication channel.
						

				

		
				
				
													

				

				
				
							Features
						

				

				
				
							Frequency 
Range
						

				

				
				
							Input
Frequency
						

				

				
				
							Noise
Temperature
						

				

				
				
							Noise
Figure
						

				

				
				
													

				

				
				
													

				

				

		
				
				
							HERMES Ka120
						

				

				
				
							Standard family
						

				

				
				
							Ka-band
						

				

				
				
							17.7-21.2 GHz
						

				

				
				
							120 K
						

				

				
				
							1.5 dB
						

				

				
				
							Datasheet
						

				

				
				
							HERMES KaP100
						

				

				
				
							Premium family
						

				

				
				
							Ka-band
						

				

				
				
							20.2-21.2 GHz
						

				

				
				
							100 K
						

				

				
				
							1.3 dB
						

				

				
				
							Datasheet
						

				

				

		
				
				
							HERMES KaD130
						

				

				
				
							Dual band switchable LO
						

				

				
				
							Ka-band
						

				

				
				
							19.2-21.2 GHz
						

				

				
				
							130 K
						

				

				
				
							1.6 dB
						

				

				
				
							Datasheet
						

				

				
				
							HERMES KaD130S
						

				

				
				
							Dual band simultaneous reception
						

				

				
				
							Ka-band
						

				

				
				
							17.7-20.2 GHz
						

				

				
				
							130 K
						

				

				
				
							1.6 dB
						

				

				
				
							Datasheet
						

				

				

		
				
				
							HERMES KaW150
						

				

				
				
							Wide band switchable LO
						

				

				
				
							Ka-band


						

				

				
				
							17.7-22.2 GHz
						

				

				
				
							150 K
						

				

				
				
							1.8 dB
						

				

				
				
							Datasheet
						

				

				
				
							HERMES KaW150S
						

				

				
				
							Wide band simultaneous reception
						

				

				
				
							Ka-band
						

				

				
				
							17.7-22.2 GHz
						

				

				
				
							150 K
						

				

				
				
							1.8 dB
						

				

				
				
							Datasheet
						

				

				

				

				

				

		
		
		
				
				
			HORUS
		

				

				
				
							God of silence who identifies himself with the low noise of our LNAs, able to distinguish even the slightest whisper of the gods, however low and far away it may be.
						

				

		
				
				
													

				

				
				
							Features
						

				

				
				
							Frequency 
Range
						

				

				
				
							Input/Output
Frequency
						

				

				
				
							Noise
Temperature
						

				

				
				
							Noise
Figure
						

				

				
				
													

				

				
				
													

				

				

		
				
				
							HORUS Ka130
						

				

				
				
							Standard family
						

				

				
				
							Ka-band
						

				

				
				
							17.7-21.2 GHz
						

				

				
				
							130 K
						

				

				
				
							1.6 dB
						

				

				
				
							Datasheet
						

				

				
				
							HORUS Ka150
						

				

				
				
							Wide band family
						

				

				
				
							Ka-band
						

				

				
				
							17.7-22.2 GHz
						

				

				
				
							150 K
						

				

				
				
							1.8 dB
						

				

				
				
							Datasheet
						

				

				

		
				
				
							HORUS KaODU11
						

				

				
				
							Redundancy plate 1:1 configuration
						

				

				
				
							Ka-band
						

				

				
				
							17.7-22.2 GHz
						

				

				
				
							LNA + 20 K
						

				

				
				
							LNA + 0.2 dB
						

				

				
				
							Datasheet
						

				

				
				
							HORUS KaODU12
						

				

				
				
							Redundancy plate 1:2 configuration
						

				

				
				
							Ka-band
						

				

				
				
							17.7-22.2 GHz
						

				

				
				
							LNA + 30 K
						

				

				
				
							LNA + 0.3 dB
						

				

				
				
							Datasheet
						

				

				

		
				
				
							HORUS IDU
						

				

				
				
							Indoor redundancy controller
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

				

				

				

		
		
		
				
				
			EOS
		

				

				
				
							Goddess of dawn, who opens the gates of heaven allowing the sun to rise every morning, as well as our line of upconverters, which elevate the input signal to the output signal by matching the frequencies to the satellite bands with great spectral purity and minimal distortion.
						

				

		
				
				
													

				

				
				
							Features
						

				

				
				
							Frequency 
Range
						

				

				
				
							Input
Frequency
						

				

				
				
							Output
Frequency
						

				

				
				
													

				

				
				
													

				

				
				
													

				

				

		
				
				
							EOS KaDS
						

				

				
				
							Outdoor dual band simultaneous transmission
						

				

				
				
							Ka-band
						

				

				
				
							950-2450 MHz
						

				

				
				
							27.5-30 GHz
						

				

				
				
							Datasheet
						

				

				

				
				
			CERBERUS
		

				

				
				
							Dog of the God Hades, known for his fierceness and his 3 heads, this indomitable dog guarded the gate and entrance to the underworld. That is why our family of 3-in-1 subrack converters designed for marine and underwater applications offers high performance frequency conversion in a very compact and versatile format.
						

				

		
				
				
													

				

				
				
							Features
						

				

				
				
							Frequency 
Range
						

				

				
				
							Input
Frequency
						

				

				
				
							Output
Frequency
						

				

				
				
													

				

				
				
													

				

				
				
													

				

				

		
				
				
							CERBERUS LX
						

				

				
				
							Indoor single band subrack family
						

				

				
				
							X-band
						

				

				
				
							950-1450 MHz
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							Datasheet
						

				

				

		
				
				
							CERBERUS RF3U
						

				

				
				
							Indoor rack frame 3 modules in 1 UA subrack family
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

		
				
				
							CERBERUS RF6U
						

				

				
				
							Indoor rack frame 6 modules in 2 UA subrack family
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

		
				
				
							CERBERUS IDU11
						

				

				
				
							Indoor redundancy controller subrack family
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

				

				

				

		
		
		
				
				
			NYX
		

				

				
				
							Goddess of night and dusk, she descends the sun daily to unveil the darkness of the night. Our BDCs, like NYX, downlink the satellite frequency to be received and understood by the modem.
						

				

		
				
				
													

				

				
				
							Features
						

				

				
				
							Frequency 
Range
						

				

				
				
							Input
Frequency
						

				

				
				
							Output
Frequency
						

				

				
				
													

				

				
				
													

				

				
				
													

				

				

		
				
				
							NYX KaDS
						

				

				
				
							Outdoor dual band simultaneous reception
						

				

				
				
							Ka-band
						

				

				
				
							27.0-30 GHz
						

				

				
				
							950-2450 MHz
						

				

				
				
							Datasheet
						

				

				

				
				
			CERBERUS
		

				

				
				
							Dog of the God Hades, known for his fierceness and his 3 heads, this indomitable dog guarded the gate and entrance to the underworld. That is why our family of 3-in-1 subrack converters designed for marine and underwater applications offers high performance frequency conversion in a very compact and versatile format.
						

				

		
				
				
													

				

				
				
							Features
						

				

				
				
							Frequency 
Range
						

				

				
				
							Input
Frequency
						

				

				
				
							Output
Frequency
						

				

				
				
													

				

				
				
													

				

				
				
													

				

				

		
				
				
							CERBERUS XL
						

				

				
				
							Indoor single band subrack family
						

				

				
				
							X-band
						

				

				
				
							7.25-7.75 GHz
						

				

				
				
							950-1450 MHz
						

				

				
				
							Datasheet
						

				

				
				
							CERBERUS CL
						

				

				
				
							Indoor single band subrack family
						

				

				
				
							C-band
						

				

				
				
							3.4-4.8 GHz
						

				

				
				
							950-1750 MHz
						

				

				
				
							Datasheet
						

				

				

		
				
				
							CERBERUS KuL
						

				

				
				
							Indoor single band subrack family
						

				

				
				
							Ku-band
						

				

				
				
							10.7-12.75 GHz
						

				

				
				
							950-2000 MHz
						

				

				
				
							Datasheet
						

				

				

		
				
				
							CERBERUS XT
						

				

				
				
							Indoor test loop translator subrack family
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							7.25-7.75 GHz
						

				

				
				
							Datasheet
						

				

				

		
				
				
							CERBERUS RF3
						

				

				
				
							Indoor rack frame 3 modules in 1 UA subrack family
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

		
				
				
							CERBERUS RF6
						

				

				
				
							Indoor rack frame 6 modules in 2 UA subrack family
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

		
				
				
							CERBERUS IDU11
						

				

				
				
							Indoor redundancy controller subrack family
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							—
						

				

				
				
							Datasheet
						

				

				

				

				

				

		
		
		
				
				
			JANO
		

				

				
				
							God of gates, beginnings and endings and is usually represented by two faces. Two directions, emission and reception in the same entity, like the ACORDE Transceivers that provide efficient two-way communication, covering many functionalities in very compact and efficient solutions.
						

				

		
				
				
													

				

				
				
							Features
						

				

				
				
							Frequency 
Range
						

				

				
				
							Output
TX Frequency
						

				

				
				
							Input
TX Frequency
						

				

				
				
							Output
P1dB
						

				

				
				
													

				

				
				
													

				

				

		
				
				
							JANO X100M
						

				

				
				
							Detachable power supply
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							7.25-7.75 GHz
						

				

				
				
							50 dBm
						

				

				
				
							Datasheet
						

				

				

		
				
				
							JANO X200
						

				

				
				
							High power
						

				

				
				
							X-band
						

				

				
				
							7.9-8.4 GHz
						

				

				
				
							7.25-7.75 GHz
						

				

				
				
							53 dBm
						

				

				
				
							Datasheet
						

				

				

				

				

				

					

		

				

				

				

				

		
				
				
							About us
						

				

		
				
				
							ACORDE is a Spanish company, located in Santander, with 25 years of experience in the design and manufacture of RF solutions for the Defence, Space and Telecommunications sectors. It has a team of experts in highly complex RF projects to offer exclusive technological solutions, adapted to the requirements of the project and the customer’s needs.

ACORDE has extensive experience and knowledge in Ka and X bands, which has made it a worldwide reference.

ACORDE specialises in finding the optimal approach thanks to the knowledge and creativity of a qualified technical team, guaranteeing the highest standards of quality and reliability.

ACORDE has a wide range of products for transmission and reception in different bands, with different powers, with the quality, reliability and robustness to ensure durability and proper operation in the most hostile environments and complex missions.
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							Contact
						

				

		
		
		
				
				
							General:
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							SALES:
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							SUPPORT:
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							C. el Castro, 22N
39011 Santander, Cantabria
						

				

		
				
				
							LINKEDIN
						

				

				
				
							X (TWITTER)
						

				

				

				

				
				
							+34 942 764 400
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